
 
 

ATTACHMENT B 
CONSTRUCTION DIESEL PARTICULATE AND NOX EMISSION REDUCTION MEASURES 

 
Particulate emissions from diesel exhaust are classified as carcinogenic by the state of California.  
The following list of control strategies should be implemented to the maximum extent feasible.  

 
• At a minimum, off-road diesel equipment should be equipped with engines compliant with, 

or certified to meet or exceed, CARB Tier 4 emission standards. Where available, off-road 
construction equipment should be zero-emission. Alternative/renewable fuels such as 
compressed natural gas (CNG), liquefied natural gas (LNG), or propane should be utilized to 
the maximum extent feasible when zero-emission is not available. Electric auxiliary power 
units should be used. The Lead Agency should require commitments to Tier 4 and/or zero-
emission equipment in applicable bid documents, purchase orders, and contracts; successful 
contractors should demonstrate the ability to supply the compliant construction equipment 
for use prior to any ground-disturbing and construction activities. 

• On-road heavy-duty equipment with model year 2014 or newer engines, or powered by zero- 
or near zero-emission technology, should be used whenever feasible. 

• All portable generators should be powered by a source other than diesel or gasoline (i.e., 
battery, natural gas, propane, etc.). 

• All construction equipment should be maintained in tune per the manufacturer’s 
specifications. 

• The number of construction equipment operating simultaneously should be minimized 
through efficient management practices to ensure that the smallest practical number is 
operating at any one time. 

• Proposed truck routes should minimize impacts to residential communities and sensitive 
receptors. 

• Construction staging areas should be located away from sensitive receptors such that exhaust 
and other construction emissions do not enter the fresh air intakes to buildings, air 
conditioners, and windows. 
 

• Construction activity schedules and hours should be planned and adjusted as feasible to 
maximize distance from existing sensitive receptors and minimize exposure to air pollution. 

 
Prior to grading and/or building permit issuance and/or map recordation, all measures required by 
the Lead Agency should be made enforceable for the project through conditions of approval, 
incorporation in the project description or a Mitigation Monitoring and Reporting Program, or other 
enforceable mechanism. The Lead Agency should ensure compliance onsite throughout grading and 
construction periods. 


